Smart Energy Switch manual
The following instructions have been designed to help you install and get the best
performance out of Aeotec’s Smart Energy Switch. Please note that the instructions are for the
2nd Edition of the Smart Energy Switch, released in 2012.

Quick start.
Getting your Aeotec Smart Energy Switch up and running is as simple as plugging it into a
wall outlet and linking it to your existing Z-Wave home automation network. The following
instructions tell you how to link your smart switch to your Z-Wave network using Aeotec’s ZWave USB stick and Z-Wave remote control. If you are using other products as your main ZWave controller, please refer to the part of their respective manuals that tells you how add
new devices to your network.
If you’re using a Z-Stick:
1.
2.
3.
4.
5.
6.

Decide on where you want your smart switch to be placed and plug it in.
If your Z-Stick is plugged into a gateway or a computer, unplug it.
Take your Z-Stick to your smart switch.
Press the Action Button on your Z-Stick.
Press the Action Button on your smart switch.
If your smart switch has been successfully linked to your network, its light will remain
solid for 1 second. If the linking was unsuccessful the light will blink after pressing
your smart switch’s Action Button.
7. Press the Action Button on the Z-Stick to take it it out of installation mode.

If you’re using a Minimote:
1.
2.
3.
4.
5.

Decide on where you want your smart switch to be placed and plug it in.
Take your Minimote to your smart switch.
Press the Include on your Minimote.
Press the Action Button on your smart switch.
If your smart switch has been successfully linked to your network, its light will remain
solid for 1 second. If the linking was unsuccessful the light will blink after pressing
your smart switch’s Action Button.
6. Press any button on your Minimote to take it it out of installation mode.
Now that your smart switch is up and running you’ll be able to control directly from the
switch and also from compatible controllers in your Z-Wave network.
At the smart switch itself you can press the Action Button to turn the power on and off. For
control other Z-Wave devices, please refer to the relevant part of their respective manuals.

Advanced functions.
Monitoring your energy use.

The Aeotec Smart Energy Switch reports the energy use of whatever is plugged into it back to
a compatible Z-Wave gateway or controller. It can report wattage usage or kilowatt-hour
(kWh) usage.
If your gateway or controller supports it, the energy consumption will be displayed within its
corresponding interface. Please refer to the manual of your gateway or controller for specific
information and instructions on monitoring and accessing the data collected by your smart
switch.

Removing your smart switch from a Z-Wave network.
Your smart switch can be removed from your Z-Wave network at any time. You’ll need to
use the main controller in your Z-Wave network to do this. The following instructions tell you
how to do this using Aeotec’s Z-Stick and Minimote controllers. If you are using other
products as your main Z-Wave controller, please refer to the part of their respective manuals
that tells you how remove devices from your network.
If you’re using a Z-Stick:
1.
2.
3.
4.
5.

If your Z-Stick is plugged into a gateway or a computer, unplug it.
Take your Z-Stick to your smart switch.
Press the Action Button on your Z-Stick.
Press the Action Button on your smart switch.
If your smart switch has been successfully remove from your network, its light will
blink for 1 second. If the removal was unsuccessful the light will be solid after
pressing your smart switch’s Action Button.
6. Press the Action Button on the Z-Stick to take it it out of removal mode.

If you’re using a Minimote:
1.
2.
3.
4.

Take your Minimote to your smart switch.
Press the Remove on your Minimote.
Press the Action Button on your smart switch.
If your smart switch has been successfully remove from your network, its light will
blink for 1 second. If the removal was unsuccessful the light will be solid after
pressing your smart switch’s Action Button.
5. Press any button on your Minimote to take it it out of removal mode.
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