
 

 

MCO_TPS412 
Z-Wave Glass surface 2 channel touch 
panel switch  
Firmware Version : 1.0 

 

Quick Start 

A This device is a Z-Wave Actuator. To include or exclude the device you only need to 
press and hold any key for 3 seconds.  

Please refer to the chapters below for detailed information about all aspects of the products 
usage. 

Product description 

The MCO_TPS412 is a glass-surface wireless actuator able to to switch two separate loads up 
to 1100 W. It is designed for application in UK Pattress boxes (according to British Standard). 
Beside local switching the device can be used to control two groups of directly associated 
devices or scenes stored in the central controller. A blue LED on every button indicates the 
switching status. The installation of the device requires a 3 wire system with neutral wire.  

Installation Guidelines 

Important: Please make sure you have cut off power supply before you start to install the 
device. 

 

• Connect Hot Line to 'L' 
• Connect Neutral Line to 'N' 



• Connect Load wires to '1-2' 

 

1. Remove the steel frame from the device, and secure it onto the junctions box with tow 
screws. 

2. Insert all wires into the right terminals and tighten screws. 
3. Attach the wired device on 'A' points of the steel frame as shown first, and then push 

the whole device into junction box. 
4. Confirm the device is well mounted, power on and it is ready to operate. 

Behavior within the Z-Wave network 

I On factory default the device does not belong to any Z-Wave network. The device needs to 
join an existing wireless network to communicate with the devices of this network. This 
process is called Inclusion. Devices can also leave a network. This process is called 
Exclusion. Both processes are initiated by the primary controller of the Z-Wave network. 
This controller will be turned into exclusion respective inclusion mode. Please refer to your 
primary controllers manual on how to turn your controller into inclusion or exclusion mode. 
Only if the primary controller is in inclusion or exclusion mode, this device can join or leave 
the network. Leaving the network - i.e. being excluded - sets the device back to factory 
default. 

If the device already belongs to a network, follow the exclusion process before including it in 
your network. Otherwise inclusion of this device will fail. If the controller being included was 
a primary controller, it has to be reset first.  

To include or exclude the device you only need to press and hold any key for 3 seconds.  

Operating the device 

The actuator is operated by the local switching Touch pannels or wirelessly using Z-Wave 
commands.  

Associations 

A Z-Wave devices control other Z-Wave devices. The relationship between one device 
controlling another device is called association. In order to control a different device, the 
controlling device needs to maintain a list of devices that will receive controlling commands. 
These lists are called association groups and they are always related to certain events (e.g. 
button pressed, sensor triggers, ...). In case the event happens all devices stored in the 
respective association group will receive a common wireless command.  

Association Groups: 



1 Switch Button Group 1 (max. nodes in group: 5)  
2 Switch Button Group 2 (max. nodes in group: 5)  
3 all Status Reports (max. nodes in group: 1)  

Technical Data 

Power Supply 220V 50 Hz 
Attachable Loads up to 1100 W on 220V with 5A each channel 
Explorer Frame Support Yes 
SDK 4.55.00 
Device Type Slave with routing capabilities 
Generic Device Class Binary Switch 
Specific Device Class Binary Power Switch 
Routing Yes 
FLiRS No 
Firmware Version 1.0 
(c) 2012 Z-Wave Europe GmbH, Goldbachstr. 13, 09337 Hohenstein-Ernstthal, Germany, All 
rights reserved, www.zwaveeurope.com 
 


	Product description
	Installation Guidelines
	Behavior within the Z-Wave network
	Operating the device
	Associations
	Technical Data

